
ENDOSCOPE
CODE ISV-WE39*

Probe diameter

Dust/waterproof probe

Pixel

Resolution

Frame rate 

Image process

File format

Memory

Power supply of probe

Power supply of main body

Weight

 

 

3.9mm

IP67

0.1M

325x250

30fps

mirror, zoom (1.5X)

picture: JPG , video: ASF

4G SD card

rechargeable battery (charged through main body or USB port)

rechargeable battery (for 4 hours working)

650g

Main body 

Front view probe 

Side view probe

SD card (4G)

AC/DC adapter 

Video output cable

USB cable  

1pc

1pc

1pc

1pc

Supplied with front view probe and side view probe

The probe can be separated from main body( ), the maximum distance is 10m 2.4G WiFi

10~60mm
56º

focus distance: 10~60mm angle of view: 56º

front view probe

1pc

1pc

1pc

side view probe

56º

focus distance: 10~60mm angle of view: 56º

10~60mm

*Add suffix on code No. to devote AC voltage and plug

SPECIFICATION STANDARD  DELIVERY

take video
take picture

power on/off

menu

select/next

LED brightness 
adjustment

cable 
length: 1m

back
(zoom/mirror) 

SD card

video output

charger port

3.5'' LCD

side view probe (included)
probe with adjustable 
brightness LED

front view probe (included)
probe with adjustable 
brightness LED

the probe can be separated 
from main body 
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